
 

 

 

 

 

 

  

 

 

TECHNICAL DESCRIPTION 

 CODE                  :  HE 110 370  

ARTICLE NAME  : ECO POPLIN (GREIGE) 

SPECIAL FINISHES STANDART NO UNIT 

COMPOSITION TS 4739 %100 PRE CONSUMER 

WEAVE MAGNIFYING GLASS 1/1  

WEIGHT TS 251 245 ± 5% sqm 

WIDHT TS 1773 159 ±2 cm 

WASHING SHRINKAGE (40 °C) (ISO 6330) Warp : 0, -18 / Weft : 0, -7  

WARP TENSILE STRENGTH ISO 13934-1 850 N 

WEFT TENSILE STRENGTH ISO 13934-1 350 N 

WARP TEAR STRENGTH TS EN ISO 13937-2 25 N 

WEFT TEAR STRENGTH TS EN ISO 13937-2 15 N 

    

  



 

 

 

 

 

 

  

 

 

TECHNICAL DESCRIPTION 

 CODE                  :  HE 120 A92 

ARTICLE NAME:  ECO TWILL (GREIGE) 

SPECIAL FINISHES STANDART NO UNIT 

COMPOSITION TS 4739 % 100 PRE CONSUMER 

WEAVE MAGNIFYING GLASS 2/1 Z 

WEIGHT TS 251 270 ± 3% sqm 

WIDHT TS 1773 160 ±2 cm 

WASHING SHRINKAGE (40 °C) (ISO 6330) Warp : 0,-17 / Weft : 0, -8  

WARP TENSILE STRENGTH ISO 13934-1 1000 N 

WEFT TENSILE STRENGTH ISO 13934-1 500 N 

WARP TEAR STRENGTH TS EN ISO 13937-2 25 N 

WEFT TEAR STRENGTH TS EN ISO 13937-2 20 N 

    

  



 

 

 

 

 

 

  

 

 

TECHNICAL DESCRIPTION 

 CODE                  :  KD 121 618 

ARTICLE NAME:    HRC GAB. W.STR 

SPECIAL FINISHES STANDART NO UNIT 

COMPOSITION TS 4739 % 98 PRECONSUMER /% 2 EL 

WEIGHT TS 251 275 g/m2 

USABLE WIDHT DIN EN 1773 142 cm 

WASHING SHRINKAGE ISO 6330 (5A) Warp - 1  Weft : -4 

PILLING ISO 12945-2 4 

WARP TENSILE STRENGTH ISO 13934-1 692 N 

WEFT TENSILE STRENGT ISO 13934-1 463 N 

WARP TEAR STRENGTH TS EN ISO 13937-2 46,56 N 

WEFT TEAR STRENGTH TS EN ISO 13937-2 30,85 N 

WARP TEAR STRENGTH TS EN ISO 13937-1 850 gF 

WEFT TEAR STRENGTH TS EN ISO 13937-1 1350 gF 

SEAM SLIPPAGE WARP 13936-2 10 mm 

SEAM SLIPPAGE WEFT 13936-2 8 mm 

ABRASSION ISO 12947-2 9 kPa 6,000 there is a break 

ELONGATION TTM 075 Weft : (No Washing : ≥15 

WATER & OIL REPELLANT        
(UN WASHING) 

TS 259 / TS 7694 
Warp : (No Washing : 5.0 

Water : 5 Oil : 5 

ANTIBACTERIAL ACTIVITY JIS L 1902 A > 2 

                             



 

 

 

 

 

 

  

 

 

TECHNICAL DESCRIPTION 

 CODE                  :  KD 120 A82 

ARTICLE NAME:    RCO 2010-11868 

SPECIAL FINISHES STANDART NO UNIT 

COMPOSITION TS 4739 % 100 PRE CONSUMER  

WEIGHT TS 251 315 ±3 % sqm 

WIDHT DIN EN 1773 150 cm 

WASHING SHRINKAGE ISO 6330  Warp and Weft : ±3 

WARP TENSILE STRENGTH ISO 13934-1 700 N 

WEFT TENSILE STRENGT ISO 13934-1 700 N 

WARP TEAR STRENGTH TS EN ISO 13937-2 20 N 

WEFT TEAR STRENGTH TS EN ISO 13937-2 20 N 

                             



 

 

 

 

 

 

  

 

 

TECHNICAL DESCRIPTION 

 CODE                  :  NI 950 056  

ARTICLE NAME:  REUSE STORY 

SPECIAL FINISHES STANDART NO UNIT 

COMPOSITION TS 4739 PRE / POST 90 / 10 

WEAVE MAGNIFYING GLASS 2/2 PANAMA  

WEIGHT TS 251 200 ± 5% sqm 

WIDHT TS 1773 156 cm 

MARTINDALE PILLING (2.000 cycles ) ISO 12945-2 3/4 

WASHING SHRINKAGE (40 °C) (ISO 6330) Warp : ± 4 / Weft : 0, -5  

WARP TENSILE STRENGTH ISO 13934-1 450 N 

WEFT TENSILE STRENGTH ISO 13934-1 350 N 

WARP TEAR STRENGTH TS EN ISO 13937-2 20 N 

WEFT TEAR STRENGTH TS EN ISO 13937-2 15 N 

    

  


